FIGURE E-35

5

e v o v p v = 9
®

b L S Y S
»

r\v ¥4 Yellow shading indicates depths that
@l are predicted to exceed 10 metres ‘

Legend

H1 Flood level comparison point
@  identifiers for Table 7-2

Note:

1
2
3
4
5
6
7
8
9

Depths and velocity vectors are based on a peak of
peaks surface generated from 5% AEP simulations
with 12 hour and 48-hour storm durations.
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Legend

H1 Flood level comparison point
@  identifiers for Table 7-2

Note:

Depths and velocity vectors are based on a peak of
peaks surface generated from 1% AEP simulations
with 12 hour and 48-hour storm durations.
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FIGURE E-51
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H1 Flood level comparison point
@  identifiers for Table 7-2

Note:

Depths and velocity vectors are based on a peak of
peaks surface generated from 1% CC AEP
simulations with 12 hour and 48-hour storm
durations.

W 0 N O OB W N -

Prepared by:
(,7@) worley 311015-00418 - Hastings Flood Model Extension PREDICTED FLOOD DEPTHS AND FLOW

f9311015-00418_230718_Hastings_A4Lpdf VELOCITIES AT THE PEAK OF THE DESIGN

= Lt
consulting 1% CC AEP FLOOD (EXTENT 3 OF 8)




FIGURE E-59
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H1 Flood level comparison point
@ identifiers for Table 7-2

Note:

Depths and velocity vectors are based on simulation
of a 24 hour duration PMF event
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